
 

 

 
Figure 12-46. DMJP modified with D-ring. 

 



 

 

 
Figure 12-47. DMJP tandem lowering line attached to parachutist. 

 
NOTE: When using the improved harness, route the upper tie-down tape below the 

chest strap. 
 
12-49. ALICE PACK AND DRAGON MISSILE JUMP PACK RELEASED 
The upper and lower tie-down tapes are untied on the DMJP. 
 a. Release the lower tie-down tape on the ALICE pack. 
 b. Drop the ALICE pack by simultaneously pulling the D-ring attaching 
straps, allowing the pack to fall to the end of the lowering line. 
 c. Push out on the activating arm on the DMJP quick-release assembly so the 
DMJP slides down the lowering line to the end. 
 
NOTE: To jettison the ALICE pack and DMJP in an emergency (after performing the 

above), lift the reserve up and pull the yellow safety lanyard on the lowering 
line ejector snap, allowing the ALICE pack/DMJP to fall free. 

 
 

WARNING 
Under no circumstances will the parachutist release the DMJP 
before releasing the ALICE pack. 

 



 

 

 
12-50. REMOVAL OF LOWERING LINE 
Upon landing, the parachutist removes the lowering line by pulling the line through the 
two D-rings and releasing the girth hitch on the H-harness. The DMJP MOD lowering 
line is stored with the DMJP for reuse. 
 

Section XII. AT4 JUMP PACK 
The parachutist's AT4JP is designed to carry one AT4 weapon round (SM-136) and one 
M16 rifle or M203 grenade launcher. The jump pack consists of a pack body constructed 
of nylon and 1/4-inch thick felt material. When the jump pack is rigged with the AT4 
weapon round, M16/M203, and shock absorber, it is 47 inches long, 9 inches in diameter, 
and weighs about 29 pounds. It is secured vertically by a quick-release snap to the left 
D-ring of the parachutist's harness. 
 
12-51. COMPONENTS 
To prevent the jump pack from swaying during the parachutist's exit from the aircraft or 
the opening shock of the parachute, two tie-down tapes are provided. The upper tie-down 
secures the pack to the main lift web, while the lower tie-down secures the pack to the 
parachutist's left leg. 
 a. A lowering line stow pocket is attached to the exterior of the pack for 
retaining the HPT lowering line. A 24-inch lowering line attaching strap is issued with 
the jump pack and is required for assembling the pack and lowering line when rigged for 
delivery of the AT4JP only. (When the AT4JP and ALICE are rigged for tandem load, a 
modified [DMJP/AT4] lowering line is required.) The looped end of the lowering line or 
lowering line attaching strap (based upon the configuration to be lowered) is attached to 
the nonadjustable cross D-ring strap on the jump pack so it will be suspended below the 
parachutist and impact in a vertical position. The ejector snap on the opposite end is 
attached to the lowering line adapter web on the parachutist's harness. 
 b. The shock absorber (polyurethane/honeycomb) configuration at the aft end 
of the jump pack is intended to prevent damage to the AT4 weapon round during ground 
impact. Upon landing, the parachutist can rapidly gain access to the weapon round and 
M16/M203 by pulling the quick releases rigged into the jump pack securing straps. The 
total assembly is shown in Figure 12-48. 
 



 

 

 
Figure 12-48. AT4 nomenclature. 

 
12-52. AT4 JUMP PACK RIGGED 
To prepare the pack, the parachutist lays the pack down with the felt side of the pack 
facing up and extends all securing straps. 
 a. Positioning the AT4 Weapon Round. 
 (1) Position the weapon round on the pack with the carrying sling facing 
down, the launcher forward (small) end fitted into the nonadjustable cross D-ring strap, 
and the launcher aft (large) end centered on the middle launcher aft end securing strap 
(Figure 12-49). 



 

 

 (2) Ensure that the launcher forward (small) end fits snugly into the 
nonadjustable cross D-ring strap. 
 (3) Fold the portion of the pack that has the rifle muzzle and butt stow pockets 
attached over the weapon round. 
 

 
Figure 12-49. AT4 weapon round positioned. 

 
 b. Positioning the M16/M203. 
 (1) Insert a 20-round magazine into the rifle (optional). 
 (2) Secure a 30-round magazine to the sling of the rifle, using adhesive tape 
(optional). 
 (3) Insert the rifle muzzle into the muzzle stow pocket and place the butt in 
the rifle butt stow pocket as shown in Figure 12-50. Ensure that the magazine well and 
pistol grip point toward the side securing straps, and the rifle muzzle is inserted into the 
muzzle pocket as far as possible. 
 



 

 

 
Figure 12-50. Positioning the M16/M203. 

 
 c. Closing the Pack. 
 (1) Rotate the unfolded portion over the rifle and weapon round snugly. 
 (2) Route the four side securing straps through the quick-fit adapters and 
tighten, then thread the end through the adapter, forming a quick-release fold. Fold the 
strap excess back under its corresponding quick-fit adapter (Figure 12-51). 
 

 
Figure 12-51. Pack closed. 

 
 (3) Insert the cone-shaped end of the shock absorber into the launch tube aft 
end. 
 (4) Position the 8-inch square honeycomb on the shock absorber flat surface. 
If not already done, thread the end of the securing strap through the launcher aft end 
securing strap keeper. Route the two aft end securing straps over the cardboard 
honeycomb through each quick-fit adapter and tighten, then thread the end through the 
adapter, forming a quick-release fold. Fold excess securing straps back under the 
corresponding quick-fit adapter (Figure 12-52). 
 (5) Route the launcher forward end securing strap under the nonadjustable 
cross D-ring strap through the quick-fit adapter and tighten. Then thread the end through 



 

 

the adapter, forming a quick-release fold. Fold excess securing straps back under the 
corresponding quick-fit adapter. 
 


